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IN THE CLAIMS: 

1-3. (Canceled). 

4. (Currently Amended) The connector unit of claim [[3]] Z wherein a disc type barrier 
with a larger diameter is inteiposed between said front end clamping terminal and said rear end 
solenoidal member. 

5. (Currently Amended) The connector unit of claim [[1]] 6, wherein said screwed 
collar is provided at one end of said female connector and has a hole for said multiplex wires 
to pass through, said screwed collar encompasses said female connector terminal and combines 
with said front end solenoidal member of said male connector terminal with its inner threads 

5 thereby said male and said female connectors are firmly screw engaged. 

6. (Currently Amended) [[The]] A multiple wire connector unit essentially comprising: 
a male connector, a female connector, and a s crewed collar for providing connection 

means for a plurality of wires: 

wherein said male connector further includes arnale connector te rminal radially securing 
5 said plurality of wires, a collar journal radially securing said plu rality of wires at a distance away 

from said male connector terminal, a se aled sleeve and a male terminal block; 

said female connector further includes a female connector terminal, a collar journala 
sealed envelop, and a female terminal block; 
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after connecting with said plurality of wires resoectivelv. said male and said female 
10 connectors are coupled together in a unit using sai d screwed collar of claim 2. wherein &£d 

male connector terminal is interposed between a front end soleno idal member of larger diameter 
and a rear end solenoidal member of smaller diameter, said fr ont end solenoidal member has an 
inner receiving cavity in which said male terminal blocfr having a plurality of via holes is 
accommodated, said rear end solenoidal member is for accenting said collar journal having a 
15 plurality of via holes to ohig into, and said sealed having inner threads further sleeves 

over and engages with said rear end solenoidal member with screw threads thereb y completing 
assembly and said receiving cavity of a front end solenoidal member at said male connector 
terminal has an inner detention groove and a detention surface, while said male terminal block 
also has a corresponding plug and a detention surface so as to trammel with each other without 
20 rotation. 

7. (Currently Amended) [[The}] A multiple wire connector unit o f claim 3 Qjgsjentjgffljy 
comprising: 

a male connector a female connector- and a screwed collar for providing con nection 
means for a plurality of wires: 
5 wherein said male connector further includes a male connecto r terminal radially securing 

said plurality of wires* a collar journal radially securing said plurality of wires at a distance awav 
from said male connector tenninal a sealed sleeve, and a m ale termi nal block: 

said female connector flirther includes a female connector terminaL a collar journal, a 
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sealed envelop, and a female terminal block: 

10 after connecting with said plurality of wires respectively, said male and said female 

connectors are coupled together in a unit using said screwed collar, wherein said female 
connector terminal is configurated into a through sleev e body with a clamping terminal formed 
at a front end, said damning terminal is provid ed with an inner receiving cavity for 
accommodat in g said female terminal block having a plurality of via holes, said female connector 

15 terminal has a rear end solenoidal member for receiving the collar journal having a plurality of 

via holes to fit in. and then said sealed envelop having internal th reads is sleeved over said rear 
end solenoidal member and mutually screw combined and said receiving cavity in a clamping 
end of said female connector terminal has an inner detention groove and a detention surface, 
while said female terminal block also has a corresponding plug and a detention surface so as to 

2 0 trammel with each other without rotation, 

8. (Original) The connector unit of claim 7, wherein said damping terminal of said 
female connector terminal has a detention surface formed on its outer surface so as to couple 
firmly each other with the detention surface formed in the receiving cavity of said male terminal 
block* 

9. (Currently Amended) [[The]] A multiple wire connector unit o f claim 1 essentially 
comprising: 

a m^ e connector, a female connector, and a screwed collar for providing connection 

5 
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means for a plurality ofwes: wherein said male connector fur ther includes a male connector 
5 terminal radiall v securing said p lurality of wires, a collar journal radially securing said plurality 

of wires at « Hictflnra awav from said male connector terminal a se aled sleeve, and a male 
terminal block: said female connector fur t her includes a female connector terminal a collar 
journal, a sealed envelop, and a female terminal block: after connecting with said plurality of 
wires respectively said male an d said female connectors are coupled together in a unit using 
10 said screwed collar, wherein at least one stud tenon is provided at the side portion of said 

female connector terminal of said female connector to be mated with corresponding slot mortise 
formed in said male terminal block so as to provide a tenon and mortise joint as a discrimination 
means for refusing incompatible mating of male and female connectors. 

10. (Original) The connectorunit of claim 7, wherein at least one stud tenon is provided 
at the side portion of said clamping terminal of said female connector to be mated with 
corresponding slot mortise formed in said terminal block so as to provide a tenon and mortise 
joint as a discrimination means for refusing incompatible mating of male and female connectors. 

1 1 . (Original) The connector unit of claim 9, wherein the number, size, and position of 
said stud tenon and said slot mortise can be varied according to the actual requirement so as to 
obtain the variety of discrimination means. 

12-13. (Canceled). 
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